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The Rebar Line 300-HC is the ideal cutting solution for users looking for a simple but highly productive 

cutting system. A D300-HC hydraulic shear is placed between two roller benches for loading and 

unloading the rebars. The infeed roller bench is composed of: 

7-9-12-15-18-21 meter modular structure, with motorized rollers that allow the automatic advancement 

of the bars to be cut up to the shear. On the side of the infeed roller bench there is a rack to store the 

bundle of rebars to be cut. The cutting movement of the shear and the rotation of the motorized rollers 

are directly controlled by a single electronic panel, to ensure maximum operator safety.  

The outfeed roller bench is composed of: 

4-7-9-12-15-18-21 meters modular structure with non-motorized rollers. The outfeed roller bench is 

equipped with a mechanical latch to determine the cutting length.  

On the side of the outfeed roller bench there is a rack to store the cut rebars.  

The standard version of the Rebar Line 300-HC consists of 12 meters of infeed roller benches and 6 

meters of outfeed roller bench, however the modularity of the entire structure allows the customer to 

choose the layout and length of the benches desired.  

In the middle of the Rebar Line there is a hydraulic alligator shear model D300-HC.  

Equipped with an automatic hydraulic hold down device, which holds the bars in position, the D300-HC 

allows a precise and safe cut of a large quantity of rebars in one stroke, thanks to the special 300mm 

blades usable on all four sides.  
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MOTORIZED INFEED ROLLER BENCHES  
+ 

HYDRAULIC SHEAR D 300-HC 

+ 

MANUAL OUTFEED ROLLER BENCHES with LATCH 
 

• Reversible blades on 4 sides – Blade length: 305 mm 

• Cutting speed: 10–30 cuts/min 

• Adjustable jaw opening 

• Hydraulic motor/pump unit mounted on the tank 

• Hydraulic circuit with sequence valve, regeneration valve, and speed control valve 

• Oil: ISO VG 32 – Usable capacity: 150 L 

• Suction filtration in tank: 90 µm 

• Breather: filler cap with air filter 

• Control via control panel on movable pedestal 

• Hydraulic hold-down (AUTOMATIC CLAMP) for securing the workpiece during cutting 

• Total installed power: 9 kW = 12 HP 

• Cutting force: 135 tons 

• Complete protection cage 

• Emergency button 

• Thermal and electrical protections 

• Roller feed speed: 0.5 m/s 

• Roller width: 220 mm 

• Infeed stock capacity: 250 kg/m 

• Outfeed stock capacity: 500 kg / each 

 

 

MAXIMUM NUMBER OF BARS PER CUT  
 

 

Rebars 

R= 650 N/mm² 

Ø 10 

mm 

Ø 12 

mm 

Ø 16 

mm 

Ø 20 

mm 

Ø 26 

mm 

Ø 32 

mm 

Ø 36 

mm 

Ø 40 

mm 

D 300-HC 18 16 12 9 6 4 3 1 

 

 

Rebars 

R= 850 N/mm² 

Ø 10 

mm 

Ø 12 

mm 

Ø 15 

mm 

Ø 20 

mm 

Ø 25 

mm 

Ø 30 

mm 

Ø 35 

mm 

Ø 40 

mm 

D 300-HC 16 12 9 6 4 3 1 0 

 


